
Dual-Beam 

X-ray Inspection System
Model RXP-2025DH 

.#'PRODUCT HIGHLIGHTS 

• Targeted Inspection-Software specifically

tailored to inspect all regions of cans,

tins and bottles

• No Blind Spots-Double visual angles

provide total product inspection coverage

• Superior Detection-Better inspection

ratio for irregular fragments

• Optimal Sensitivity-Intelligent zoning

ensures wide sensitivity area
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Solutions 
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Model 

RXP-2025D H 

X-ray Tube 

Inspection Width 

Inspection Height 

Best Inspection Sensitivity1 

Conveyor Speed 

Working Environment 

X-ray Leakage

Rejecter Mode 

Required Air Pressure 

Power Supply 

Level of Protection 

Main Material 

MAX. 120kV, 480W 

180mm 

250mm 

L2 

□.

Stainless steel ball <l>0.4mm, stainless steel wire <l>0.3*2mm 

10-60m/min 

Temperature: -10-40°C cooling: industrial air conditioning 

Humidity: 30-90% (no dew) 

< 1 QSv/h 

High speed push rejecter 

0.6-0.8 Mpa 

AC220V, 2.SkVA Max, 50/60Hz 

IP66 

SUS304 

LI 

WI W 

1. Sensitivity parameter is the result of inspecting only the test sample on the belt. The actual sensitivity would be affected according to the products being inspected. 
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